TSC Pyroferric

A = ¢~

TSC PYROFERRIC TOROID DIMENSIONS

A B Cc
PART # | inches mm inches mm inches mm
PT 200 0.200 5.08 0.088 2.24 0.067 1.70
+-0.005| +-0.13|+-0.005| +-0.13|+-0.005| +-0.13
PT 250 0.200 5.08 0.125 3.18 0.063 1.60
+-0.005| +-0.13|+-0.005| +-0.13|+-0.005| +-0.13
PT 250A | 0.250 6.35 0.125 3.18 0.096 2.44
+-0.005| +-0.13|+-0.005| +-0.13|+-0.005| +-0.13
PT 260 0.260 6.60 0.105 2.67 0.187 4.75
+-0.010| +-0.25| +-0.010| +-0.25| + -0.010| +-0.25
PT 280 0.280 7.11 0.150 3.81 0.128 3.25
+-0.010] +-0.25| +-0.010{ +-0.25| + - 0.010] +-0.25
PT 310 0.310 7.87 0.156 3.96 0.125 3.18
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 380 0.380 9.65 0.210 5.33 0.125 3.18
+-0.010| +-0.25| +-0.010| +-0.25| +-0.010 +-0.25
PT 381 0.380 9.65 0.175 4.45 0.190 4.83
+-0.010| +-0.25| +-0.010| +-0.25| + -0.010| +-0.25
PT 437 0.437 11.10 0.250 6.35 0.125 3.18
+-0.010| +-0.25| +-0.010{ +-0.25| + - 0.010] +-0.25
PT 440 0.440 11.18 0.230 5.84 0.160 4.06
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 500 0.500 12.70 0.300 7.62 0.187 4.75
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 500A | 0.500 12.70 0.300 7.62 0.250 6.35
+-0.010| +-0.25| +-0.010| +-0.25| + -0.010 +-0.25
PT 500D | 0.500 12.70 0.300 7.62 0.375 9.53
+-0.010| +-0.25| +-0.010| +-0.25| + -0.010| +-0.25
PT 501 0.500 12.70 0.200 5.08 0.250 6.35
+-0.010{ +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 600 0.600 15.24 0.336 8.53 0.234 5.94
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 680 0.680 17.27 0.380 9.65 0.187 4.75
+-0.010| +-0.25| +-0.010| +-0.25| +-0.010 +-0.25
PT 680A | 0.680 17.27 0.380 9.65 0.250 6.35
+-0.010| +-0.25| +-0.010| +-0.25| + -0.010| +-0.25
PT 680D | 0.680 17.27 0.380 9.65 0.375 9.53
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 720 0.720 18.29 0.280 7.1 0.260 6.60
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
PT 800 0.800 20.32 0.500 12.70 0.250 6.35
+-0.010| +-0.25| +-0.010| +-0.25| + - 0.010] +-0.25
Tolerances are for unpainted cores
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TSC Pyroferric

INDUCTANCE INDEX

TSC PYROFERRIC TOROIDAL CORE EFFECTIVE PARAMETER AL +10%
MAGNETIC | EFFECTIVE EFFECTIVE CORE nH/N*2
PATH LENGTH| CORE AREA |CORE VOLUME| WEIGHT

Le Ae Ve -33 | -35| 60 | -67 | -75 | -85 | -LL
PART # cm cm”2 cm*3 GRAMS
PT 200 1.030 0.023 0.024 0.19 7.8|14.5 | 16.5 | 18.5| 20.0 | 17.5
PT 250 1.380 0.024 0.034 0.26 6.5|13.0 | 14.5 | 16.5 | 17.5 | 15.0
PT 250A 1.380 0.037 0.051 0.39 10.0| 20.5 | 22.0 | 24.5 | 26.5 | 23.0
PT 260 1.280 0.090 0.116 0.97 24.0| 455 | 51.0 | 57.0 | 63.0 | 56.0
PT 280 1.610 0.052 0.084 0.63 11.5| 20.0 | 22.0 | 25.0 | 26.5 | 24.0
PT 310 1.720 0.060 0.103 0.79 14.0/ 26.0 | 29.0 | 32.5 | 34.5 | 30.5
PT 380 2.220 0.067 1.480 1.10 12.0| 22.0 | 24.5 | 27.5 | 29.5 | 26.0
PT 381 2.010 0.120 0.240 1.89 20.0| 42.0 | 47.0 | 53.0 | 60.0 | 49.0
PT 437 2.600 0.073 0.191 1.41 11.5| 21.0 | 23.0 | 26.0 | 28.0 | 24.5
PT 440 2.490 0.105 0.263 1.98 18.0| 31.0 | 33.5 | 37.5 | 41.5 | 35.0
PT 500 3.060 0.118 0.361 2.62 17.5| 29.5 | 30.0 | 34.0 | 38.5 | 33.0
PT 500A 3.060 0.158 0.483 3.50 23.0| 39.0 | 43.5 | 46.5 | 52.5 | 43.5
PT 500D 3.060 0.237 0.724 5.25 57.5| 64.0 | 72.0 | 77.0 | 66.0
PT 501 2.440 0.266 0.550 4.59 67.0 | 73.5 | 83.0 | 88.5 | 75.0
PT 600 3.530 0.194 0.685 5.06 41.5| 45.0 | 51.0 | 55.0 | 47.0
PT 680 4.000 0.176 0.704 5.20 18.0 34.5| 39.0 | 43.5 | 45.0 | 40.0
PT 680A 4.000 0.235 0.941 6.96 23.5 46.5 | 52.0 | 58.0 | 61.0 | 54.0
PT 680D 4.000 0.363 1.410 10.44 36.0 68.5 | 76.5 | 86.0 | 92.0 | 80.0
PT 720 3.450 0.343 1.180 10.01 36.0 72.5| 81.0 | 90.5 | 97.5 | 82.0
PT 800 5.000 0.238 1.188 8.53 18.0 36.5 | 41.0 | 46.0 | 48.5 | 42.0
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TSC Pyroferric

A [= G

TSC PYROFERRIC TOROID DIMENSIONS

A B c
PART # | inches mm inches mm inches mm
PT 800A | 0.800 20.32 0.500 12.70 0.375 9.53
+-0.010{ +-0.25| +-0.010| +-0.25| + - 0.010| + - 0.25
PT 800D | 0.800 20.32 0.500 12.70 0.500 12.70
+-0.010) +-0.25| +-0.010| +-0.25| +-0.010| +-0.25
PT 900 0.900 22.86 0.550 13.97 0.375 9.53
+-0.010 +-0.25| +-0.010| +-0.25| +-0.010| +-0.25
PT 940 0.940 23.88 0.560 14.22 0.312 7.92
+-0.010 +-0.25| +-0.010| +-0.25| +-0.010| +-0.25
PT 941 0.940 23.88 0.630 16.00 0.250 6.35
+-0.010 +-0.25| +-0.010| +-0.25| +-0.010| +-0.25
PT 1060 | 1.060 26.92 0.580 14.73 0.440 11.18
+-0.015/+-038 | +-0.015 +-0.38 | +-0.015| + - 0.38
PT 1060A| 1.060 26.92 0.580 14.73 0.575 14.61
+-0.015/+-0.38 | + -0.015 + -0.38 | + - 0.015| + - 0.38
PT 1060B| 1.060 26.92 0.580 14.73 0.312 7.92
+-0.015+-0.38 | +-0.015 + -0.38 | + - 0.015| + - 0.38
PT 1300 | 1.300 33.02 0.780 19.81 0.437 11.10
+-0.015/+-0.38 | +-0.015 + -0.38 | + - 0.015| + - 0.38
PT 1301 1.300 33.02 0.640 16.26 0.437 11.10
+-0.015/+-0.38 | +-0.015/ +-0.38 | + - 0.015| + - 0.38
PT 1302 | 1.300 33.02 0.700 17.78 0.437 11.10
+-0.015/+-0.38 | +-0.015 + -0.38 | + - 0.015| + - 0.38
PT 1302A| 1.300 33.02 0.700 17.78 0.217 5.51
+-0.015/+-0.38 | +-0.015 + -0.38 | + - 0.015| + - 0.38
PT 1510 | 1.510 38.35 0.845 21.46 0.437 11.10
+-0.015/+-0.38 | + -0.015 + -0.38 | + - 0.015| + - 0.38
PT 1570 | 1.570 39.88 0.955 24.26 0.570 14.48
+-0.015/+-0.38 | + -0.015/ + - 0.38 | + - 0.015| + - 0.38
PT 1750 1.750 44.45 1.070 27.18 0.650 16.51
+-0.015/+-0.38 | + -0.015 + - 0.38 | + - 0.015| + - 0.38
PT 1840 | 1.840 46.74 0.950 24.13 0.710 18.03
+-0.015+-0.38 | + -0.015 + - 0.38 | + - 0.015| + - 0.38
PT 2000 | 2.000 50.80 1.250 31.75 0.550 13.97
+-0.015/+-0.38 | + -0.015 + - 0.38 | + - 0.015| + - 0.38
PT 2000B| 2.000 50.80 1.250 31.75 1.000 25.40
+-0.015+-0.38 | + -0.015 + - 0.38 | + - 0.015| + - 0.38
PT 2250 | 2.250 57.15 1.400 35.56 0.550 13.97
+-0.015+-0.38 | + -0.015 + -0.38 | + - 0.015| + - 0.38
PT 3000 | 3.040 77.22 1.930 49.02 0.500 12.70
+-0.015+-0.38 | +-0.015 +-0.38 | + - 0.015| + - 0.38
PT 3000D| 3.040 77.22 1.930 49.02 1.000 25.40
+-0.015/+-0.38 | +-0.015 + -0.38 | + - 0.015| + - 0.38
Tolerances are for unpainted cores
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TSC Pyroferric

INDUCTANCE INDEX

TSC PYROFERRIC TORQIDAL CORE EFFECTIVE PARAMETER AL * 10%
MAGNETIC EFFECTIVE EFFECTIVE CORE nH/N*2
PATH LENGTH| CORE AREA |CORE VOLUME| WEIGHT
Le Ae Ve -33|-35| 60 | 67 | -75 | -85 | -LL
PART # cm cm”2 cm”3 GRAMS
PT 800A 5.000 0.356 1.780 12.80 29.0 55.5 | 62.0 | 69.5 | 74.0 | 63.0
PT 800D 5.000 0.475 2.376 17.07 38.0 73.5 | 82.5 | 92.0 |100.0| 83.0
PT 900 5.560 0.415 2.306 16.66 30.0 56.5 | 63.0 | 70.5 | 77.5 | 64.0
PT 940 5.730 0.374 2141 15.56 25.0 49.0 | 53.5 | 60.0 | 66.0 | 57.0
PT 941 5.980 0.215 1.228 9.04 16.0 30.5 | 34.0 | 38.0 | 41.0 | 35.0
PT 1060 6.160 0.661 4.074 30.31 40.0 81.0 | 86.0 | 96.0 |[110.0| 95.0
PT 1060A 6.160 0.864 5.324 39.61 56.0 106.0|114.0/128.0(145.0|124.0
PT 1060B 6.160 0.469 2.889 21.50 30.0 53.5 | 60.0 | 67.0 | 78.0 | 67.0
PT 1300 7.950 0.717 5.702 41.37 34.0 66.0 | 73.0 | 82.0 | 93.0 | 79.0
PT 1301 7.130 0.892 6.360 48.97 46.5 94.0 (105.0|118.0|130.0|108.0
PT 1302 7.490 0.819 6.138 45.89 43.5 83.0 | 92.0 |103.0|112.0| 95.0
PT 1302A 7.490 0.407 3.048 22.79 20.5 40.0 | 45.0 | 50.0 | 53.5 | 46.0
PT 1510 8.890 0.910 8.100 59.90 41.0 78.0 | 87.0 | 97.0 |102.0| 89.0
PT 1570 9.670 1.110 10.710 77.47 43.5 86.0 | 91.0 |[102.0|114.0| 99.0
PT 1750 10.810 1.397 15.106 77.484 53.0 90.0 | 95.0 {105.0|119.0|105.0
PT 1840 10.360 1.970 20.370 154.30 70.0 143.0(152.0(170.0(192.0(159.0
PT 2000 12.500 1.310 16.330 117.33 37.0 79.0 | 83.0 | 93.0 |105.0| 92.0
PT 2000B 12.500 2.380 29.690 213.33 70.0 128.0|143.0(160.0 155.0
PT 2250 14.030 1.480 20.770 149.34 37.0 78.0 | 88.0 | 98.0 92.0
PT 3000 19.163 1.760 33.724 241.41 38.0 71.0 | 80.0 80.0
PT 3000D 19.163 3.520 67.449 482.81 76.0 142.0|160.0 160.0

39105 North Magnetics Blvd. Wadsworth, IL 60083

Magnetic parameters calculated per MMPA standard #UEI 310

TEL (847) 249-4900  FAX (847) 249-4988 www.tscinternational.com

Document Produced by deskPDF Uneggistered :: hitp:/imww.docudesk.com




